
CASUAL

Bananen-Stecker SimpleLock
4er Stecker-Set zur Konfektionierung von Lautspre-
cherkabeln
Ein Satz kompakter Bananen-Stecker zur Konfektionierung von Lautsprecherka-
beln im Querschnitt bis zu 4,0 mm² ohne Werkzeug. Der zweiteilige, ver-
schraubbare Steckeraufbau sorgt für einen einfachen und schnellen Anschluss. 
Die 24-Karat vergoldeten Kontakte sorgen für eine optimale Verbindung und 
minimale Übertragungswiderstände.

•  sicherer Anschluss von Kabeln bis zu 4,0 mm² ohne Werkzeug
•  einfache und schnelle Handhabung
•  kompakter, kunststoffummantelter Vollmetallstecker
•  24-Karat vergoldete Kontakte für minimale Übertragungswiderstände

Anschlüsse

TySteckermaterial: Hochpräzisions-Vollmetall

Kontaktmaterial: 24-Karat-vergoldet

Anschluss 1, Typ: Bananen-Stecker

Anschluss 1, Steckerlänge (mm): 39,3

Anschluss 1, Steckerbreite (mm): 13,4

Anschluss 1, Steckerhöhe (mm): 13,4

Signalübertragung

Übertragungsarten: digitale und analoge Audiosignale

unterstützte Audiostandards: Stereo Audio

weitere unterstützte Standards: Pluspolkennzeichnung durch farbigen Ring

verwendbar für Kabelquerschnitt: 1,5 - 4,0

Allgemein

Gewicht (kg): 0,0152

Betriebstemperatur von / bis (°C): -20 / +60

Garantie (Jahre): 10 

Lieferumfang

Stückzahl pro Set: 4

Technische Daten
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Artikelnr. Verpackung (Maße in mm) Gewicht (kg) Abbildung EAN Code

52546
Einzelverpackung: 185 x 80 x 25

Exportkarton VPE (40 Stk.): 400 x 320 x 220

Einzelverpackung: 0,061

Exportkarton:  2,432

Bei Clicktronic® werden alle Kabel oberhalb einer Länge von 7,5 Metern gemäß der Testkriterien als Standard HDMI™-Kabel bezeichnet, auch wenn sie ursprünglich als 
High Speed HDMI™-Kabel ausgelegt wurden und ggf. auch über größere Distanzen eine deutliche Mehrleistung zeigen.

Alle enthaltenen Firmennamen und Produktbezeichnungen sind Warenzeichen der jeweiligen Inhaber. Alle Rechte vorbehalten. Bei HDMI™ handelt es sich um eine 
eingetragene Marke der HDMI Licensing L.L.C.

Der Inhalt kann von den Abbildungen abweichen. Druckfehler und Änderungen an Produkt, Verpackung oder Dokumentation behalten wir uns vor.
Clicktronic®, Pillmannstraße 12, D-38112 Braunschweig

TARIC-Code:  85444290900

4 *pfpifl#bxbvn.*

Zeichnung



CASUAL

Banana plug SimpleLock
4-pc. plug set for assembly of speaker cables
A set of compact banana plugs for toolless assembly of speaker cables having a 
cross-section up to 4.0 mm². The two-part screwable plug shell supports a quick 
and easy connecting. The 24 carat gold-plated contacts support an optimum 
connection and minimum transmission resistance.

•  stable connecting of cables up to 4.0 mm² without tools
•  quick and easy handling
•  compact plastic-covered full metal plug
•  24 carat gold-plated contacts for minimum transmission resistance

Connections

Plug material: High precision full metal

Contact material: 24 carat gold-plated

Port 1, type: connector shoe - banana plug

Connector 1, connector length (mm): 39.3

Connector 1, connector width (mm): 13.4

Connector 1, connector height (mm): 13.4

Signal transmission

Transmission modes: digital and analog audio signals

supported audio standards: Stereo audio

other supported standards: Positive polarity identification with colored 
ring

usable for cable cross section (mm²): 1.5 - 4.0

General

Weight (kg): 0.0152

Operating temperature from / to (°C): -20 / +60

Warranty (years): 10 

Scope of delivery

No. of items per set 4

Specifications
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Article 
no.

Packaging dimensions
(mm)

Weight 
(kg)

Figure EAN Code

52546
Single packing: 185 x 80 x 25

Master carton (40 pcs.): 400 x 320 x 220

Single packing: 0.061

Master carton:  2.432 4 *pfpifl#bxbvn.*

At Clicktronic® cables are designated as standard HDMI ™ cables above a length of 7.5 meters, according to the test criteria, even if they originally
are designed as High Speed   HDMI ™ cables and mostly show a significant power increase over long distances.

All company and product names are trademarks of their respective owners. All rights reserved. HDMI ™ is a registered trademark of 
HDMI Licensing L.L.C.

The content may differ from those shown. We reserve the right for printing errors and changes to product packaging or documentation.
Clicktronic®, Pillmannstraße 12, D-38112 Braunschweig/Germany

TARIC Code:  85444290900
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